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UNO Series

Application :

Technical Data :

 

Dimension

Thin Client / Networking

Imagine how much space you can save by using UNO!

2I260A-DH26 Back Panel

Optional Accessory :
. Wall mount kitoun

. Dimension                         42 H x 180 W x 125 D mm

. Material                              Aluminum + Plastics 

. Color                                  Black

. VESA Mounting                 75 x 75 mm

. Weight                               1 Kg ( Incl. M/B )

. Storage Space   mSATA                   
   CF card  /  2.5" HDD ( optional )

UNO Chassis without top-cover

M/B information: ( Please refer to M/B specification )  

CPU Type
Operation

mSATA / CF Card
3I380A

3I268A

2I260A-DH26

2I260A-CH26

3V900A

3V900C

3V900D-C4G

3V900D-V3G

Intel Cedarview-M

Intel Bay Trail-I

VIA Nano E-series
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1
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-
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60°C
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60°C

60°C

50°C

50°C

50°C
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45°C

45°C

45°C
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45°C
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HDDM/B Model VGA
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COM

2
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LAN

4

4

2

4

2
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USB

Line-out / Mic-in

Optional

Line-out / Mic-in

Line-out

Line-out / Mic-in

Line-out / Mic-in

Optional

Optional

Audio

HDMI

-

DVI & HDMI

HDMI

HDMI

HDMI

-

-

DVI / HDMI

3V900D-C4G

2I260A-DH

2I260A-CH

3I380A

3I268A

12
5
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0

41
.9

5

180

75

75

M4 VESA 75 Mounting

3GDC +9V to +36V Wi-Fi GPS

The above available functions outline the possibility with system, for more information please contact us.

More Functions

UNO Chassis with VESA Mounting kit with VESA Mountin

UNO 3I380A Back Panel

UNO 3I268A Back Panel

www.kacer.com


